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Analogue audioLDA ACSI® paging station bus (UTP cable) Speakers line 100V Fire alarm local zones and Fire alarm general / reset

Connection for up to 10 equipment with double communication link. Up to 60 zones and speaker lines.



Connection for up to 10 equipment with double communication link. Up to 60 zones and speaker lines. EVAC and ALERT local messages + Autonomous emergency power supply for each ONE unit.

General audio source

Analogue audioLDA ACSI® paging station bus (UTP cable) Fire alarm local zones and Fire alarm general / reset

Local audio source (background music) Local audio source with priority General paging stations and voice alarm panel

UTP Cable
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LDA FlexNet® protocol 

Standard UTP cabling

LDA ACSI® bus

Standard UTP cabling

Amplification output (A + B wiring)

    2 x 1,5 mm2 copper pair cable (according to power and distance)General or by zone contact series 485 closures

Integration with fire panel

Standard UTP cabling

EthernetAnalogue audio inputs

Audio balanced 2 pair shielded cable



 

LDA FlexNet® protocol 

Standard UTP cabling

LDA ACSI® bus

Standard UTP cabling

Amplification output (A + B wiring)

    2 x 1,5 mm2 copper pair cable (according to power and distance)General or by zone contact series 485 closures

Integration with fire panel

Standard UTP cabling

EthernetAnalogue audio inputs

Audio balanced 2 pair shielded cable
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